
 
CENTRAL WAREHOUSEING CORPORATION 

( A GOVT. OF INDIA UNDERTAKING) 
Schedule of Quantity 

Sub: Repair of godown no. 3C at CW, Ranchi (Revenue Work).  
  

Sl.
No. 

Items Quanti
ty 

Unit Rate Amount 

1. Dismantling roofing including ridges, hips, valleys and gutters 

etc., and stacking the material within 50 metres lead of: 

Asbestos sheet 

79.53  sqm 32.85 2612.56 

2. Providing high impact Polypropylene reinforced cement 6 mm 

thick corrugated sheets (as per IS: 14871) roofing up to any pitch 

and fixing with polymer coated J, or L hooks, bolts and nuts 8 

mm dia. G.I. plain and bitumen washers or with self drilling 

fastener and EPDM washers etc. complete (excluding the cost of 

purlin, rafters and trusses), including cutting sheets to size and 

shape wherever required. 

79.53 sqm 367.85 29255.11 

3. Supplying & Laying saturated felt type 3 grade –I (Hessian base) 

on top of AC Ridges with suitable blows type petroleum bitumen 

of penetration of IS grade 85/25 of approved quality by apply 

1.45 Kg. per sqm. (The hessian type tar felt should be of 

approved quality and conform to IS 1322) 

51.85 sqm 198.65 10300.00 

4. Lubricating of rolling shutter with with greace approved brand @ 

0.5 Kg each shutters including cleaning of the side channels, 

tighting of the spring and fixing the cover as per direction by the 

Engineering in charges.  

6.00 eac
h 

200.00 1200.00 

5. White washing with the lime two or more coat old work  803.00 sqm 10.25 8230.75 

6. Colours washing such as green blue, buff, to give even shad with 

lime to or more coat  
735.10 sqm 10.25 7534..37 

7. 12 mm cement plaster of mix : 1:6 (1 cement: 6 fine sand) 107.00 sqm 160.35 17157.45 

8. Brick work with common burnt clay F.P.S. (non modular) bricks 

of class designation 7.5 in foundation and plinth in: Cement 

Mortar 1:6 (1 cement : 6 coarse sand). 

3.75 cum 4751.65 17818.68 

9. Replacement of the spring grade no-II, including opening the 

covered and fixing, greasing, tighting etc. complete. 
2.00 eac

h 
598.15 1196.30 

10. Painting with synthetic enamel paint of approved brand and 

manufacture of required colour to give an even shade :One or 

more coats on old work 

73.00 sqm 51.30 3744.90 

11. Revving the glass panes with putty & nails where are necessary 

i/c racking out of the old putty. (Float glass of thickness 4.00mm  
5.40 sqm 637.90 3444.66 

 Total:    102495.19 

12. Credit value of AC sheet  79.53 sqm 10.00 795.30 

                                                                                                                                                       
 
                                                                                                                                              
 
 
 
 

         Assistant Engineer  
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